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Disclaimer
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mechanical, for any purpose, without the express written permission of MaCaPS
International Ltd.

Trademarks

Lift Control System is a copyright of MaCaPS International Ltd. HID is a trademark or
registered trademark of HID Corporation. Mifare is a registered trademark of Philips
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Octopus Cards Limited. Pentium is registered trademarks of Intel Inc. Proximity is
registered trademarks of Proximity Technology Inc. Windows is a registered trademark of
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1 Introduction

1.1 Purpose of the Document

The primary objective of this manual is to guide the Lift Control System Software users to
familiar with the functions of the system software and get master of the system quickly.

1.2 Target Audience

The manual is intended for System Administrator, security officer etc.

1.3 Related Documents

Event Server Specification

1.4 Abbreviations

LCS Lift Control System
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2 Installing Lift Control System Software

This section explains how to install the Lift Control System Software

2.1  Minimum System Requirements

*  Windows 98/NT/2000/Me/XP
e Pentium III 00MHz CPU

e 128 MB of available RAM

® 1 GB of disk space

e 800x600 Display resolution

e Network Interface Card

2.2 Installation Procedure

1. You should close all programs before you begin installation.

2. Ensure that your system meets the minimum requirements described in the
“Minimum System Requirements” Section.

3. Insert the “Lift Control System Software” CD.

4. Run the installation program “setup.exe” which can be located in the CD’s root
directory. The InstallShield Wizard will be launched.

i Smart Access Control System (Server Yersion) - InstallShield Wizard X

Welcome to the InstallShield Wizard for Smart
Access Control System (Server Version)

The Installshield(R) Wizard will install Smart Access Control
System (Server Yersiom) an your computer, To continue, click
Next.

WHARNING: This program is pratected by copyright law and
inkermationial treaties,

5. To continue, click “Next”.

ma-doc-ref-010
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i Smart Access Control System (Server Yersion) - InstalShield Wizard

Setup Type

Choose the setup type that best suits your needs
Flease select a setup type,

@ Lomplete
4l program festures wil be installed. (Requires the most disk
space

) Custom

Choose which program Features you wank installed and where they
will be instaled, Recommended For advanced users.

<Back [ Mext> | [ cancel

6. Select “Complete” installation and click “Next”.

{5 Smart Access Control System (Server Yersion) - InstallShield Wizard

Ready to Install the Program i ‘
v

The wizard is ready ta begin instalation.

Click Install to begin the installation

IF you want ko review or change any of your installation settings, click Back, Click Cancel ko
exit the wizard.

< Back 1 Instal j Cancel

7. Click “Install” to begin the installation.

8. When installation is completed, click “Finish” to exit the InstallShield Wizard.

{5 Smart Access Control System (Server Yersion) - InstallShield Wizard

Installing Smart Access Control System {Server Yersion)

The program features you selacted are being installed.

Please wait while the InskallShield Wizard installs Smart Access Control
System (Server Yersion). This may take several minutes.

Status:

ack Hext = Cancel

ma-doc-ref-010
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i Smart Access Control System (Server Yersion) - InstallShield Wizard X

InstallShield Wizard Completed

The Installshield Wizard has successfully installed Smart Access
Contral System (Server Yersion), Click Finish ko exit the wizard,

ma-doc-ref-010
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3 Starting the Lift Control System Software

This section explains how to start the Lift Control System Software.

3.1 Starting the Lift Control System Software
To start the Lift Control System Software, select Start — Programs — MaCaPS$ International

Limited — Lift Control System — Lift Control System (Server Version).

Note The start-up path is set during the installation process and may differ from the one
above.

3.2 Log On to the System

You must be logged on before using the Lift Control System Software.

At the logon screen, type the User Name and Password. Then click OK.

Smart Access Control System @

Uzer Mame: |admin

Paszsword: |**

Cancel |

If the provided User Name and Password are recognized as legitimate, this logs you on to
the system. System functions can be accessed depending on the permissions assigned to your
user account.

If you enter the incorrect User Name and Password or click the Cancel button, you are
logged on to the system as guest. System functions are disabled.

For information of access rights, please refer to the Section System User Accounts.

ma-doc-ref-010
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3.3 Log Off from the System

To log off from the Lift Control System Software, click System, and then click Logout.
When you log off from the system, you close your user account but the Lift Control System
Software remains on for easy access the next time you log on.

it Control  Diatabas

Lo 20 ut

Adrmnin TUser
Exit Ctl+E

To log on, click System, and then click Login. The log on screen displays. You can type your
account information to log on to the system.

3.4 Exiting the Lift Control System Software

To exit the Lift Control System Software, click System, and then click Exit.

asan® Contool  Databas

Logout
A dmin Tseer

Note: To exit the Lift Control System Software, you must log on to the Lift Control System
with access right “Administrator” and “Power User”.

ma-doc-ref-010
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4 System User Accounts

A system user account defines the actions a system user can perform in the Lift Control
System, and establishes the privileges assigned to each user. There are three types of system
user accounts available on the Lift Control System: administrator, power user, and user. A
user must be a member of one of the group. The permission and rights granted to a group are
assigned to its members. Belonging to a group gives a user rights and abilities to perform
various tasks on the Lift Control System. The details are summarized in the following table.

Note:

System Function Administrator | Power User User
Administering System Users \ X X
Building Control \ V \
Setup Event Servers \ X X
Setup Building \ \ X
Setup User \ V X
Setup Time Zone \ X X
Setup Holiday \ X X
Configure Company Information \ X X
Configure User Defined Field \ V X
Database Maintenance \ X X
Reporting \ V \

An account with the name “admin” is created during installation. This user belongs to the
“Administrator” group.

ma-doc-ref-010
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To create, modify and delete system user accounts, from the main menu ,select System —
Admin User

Bt Cl

to open the Admin User Setting window.

Admin Ozex Setting

| X H [

New Fecord | Delete Record | Save Record Reset Recoxd

General

Mame iadmin

R

Exit

Frepamend] ; xxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxx

Bl Bl i xxxxxxxxxxxxxxxxxxxxxxxxxxxxxxxx

Access Right [ etmin =

Access Right

1
Uszer
Power User

Record: 173

Note:
e The user must login with access right “Administrator” to be able to admin user.
e A user name cannot be identical to any other user. It can contain up to 20 characters.

¢ In Password and Confirm password, you can type a password containing up to 40
characters.

® You should not add a new user to the Administrators group unless the user will
perform only administrative tasks.

ma-doc-ref-010
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4.1

b=

4.2

Create a New System User Account
Ld
Click tewrecerd  on the toolbar.
Type a Name for the new user account.
Type a Password for the new user account. The entered password is displayed as *.

Type the Confirm Password for the new user account. The entered password is
displayed as *.

Set the Access Right for the new user account.

Click savekecord  on the toolbar.

The new user is added to the list of users.

R

Click — Bt on the toolbar to close the Admin User Setting window.

Modify a System User Account

1. In the list of users, select the user you want to modify.

2. Make the changes you want, and then click

4.3

Delete a System User Account

M —1

1. In the list of users, select the user you want to delete, and then click [ ===, | on the toolbar.

2. Click [

3. The user is removed from the list of users.

ma-doc-ref-010
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5 Setup Event Servers

This section explains how to administer the event server database. To be able to administer
the event server database, the user must be a member of the “Administrator” group.

To manage the Event Server Database, from the main menu, select Database — Event Server,

to open the Event Server Setting window.

Al
[

Save Record  Reset Recond

R

Exit

‘ New Recoud | Delete Recond
- Server Setting

I~ Enable &Il Event Server Connection

™ Enable Irvvaid Card Alert Test Sound

- Senver Setling

¥ Enable Get Transaction
Name PR
N AT
Login ladmln—
Password
Corliwe Open [y -] Se
BubngBiow [Gopy ]

[ Force to Opening Peiiod

Hare P Buiding Name
Server_22 152.16.0.113{ifGroup_
1111 liftroup_1
112352 litGroup_1
1234 litGroup_1
2345 liffoup_t

12353 litGroup_1

Dawnload A Data |

Set Transaction Lag Interval |

[Recort 18 [ |

The Event Server Setting window can also be opened by clicking 24 on the toolbar.

5.1 Create a New Event Server

Click HMewrecord on the toolbar.
Select Enable All Event Server Connection.

Type a Name for the new event server.

el .

Type the IP Address of the new event server. The IP address must match the one
configured on the event server hardware.

b

Type the Login Name to access the event server hardware.

Type the Password to access the event server hardware.
10+
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7. Select Enable Get Log.
Select the building that use the Event Server

9. Select the continue opening time for that Event Server

10. Click savekecord  op the toolbar.

11. The new server is added to the list of event servers.

12. Click E® on the toolbar to close the Event Server Setting window.

5.2 Modify a Event Server

1. In the list of event servers, select the event server you want to modify.

2. Make the changes you want, and then click SaeReord  on the toolbar.

5.3 Delete a Event Server

1. In the list of event servers, select the event server you want to delete, and then click

Delete Recard on the tOOlbaro

2. Lewed®5d on the confirmation dialog box to confirm the deletion.
Are you sure to delete this record?
Mo
3. The event server is removed from the list of event servers.

11t
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6 Setup Building

This section explains how to administer the Building database. To be able to administer the
Building database, the user must be a member of the “Administrator” or “Power User” group.

To manage the Building Database, from the main menu, select Database — Building,

200541% Holiday
aoea:
2005/1:  Database Modification

to open the Building Setting window.

M
" 2R
Wew Record | Delete Record | Save Record Reset Record Exit
(- Building Selting
Name

Master Access Timszone
Floass selest Timezone -
Floor .. | Floor Label [ Access TimeZore | a
1 17 Time Zane 16
2 2 Timne Zane 17
3 3 Timne: Zane 42
I 4 Always Clase
5 5 Always Close
6 & Always Clase
7 7 Always Clase
8 8 Always Clase
9 ] Always Close
1 10 Always Clase L
11 11 Always Clase
1?2 12 Always Clase
13 13 Always Close
1 14 Always Clase
15 15 Always Clase
16 16 Always Clase
17 17 Always Close
18 18 Always Clase
13 13 Always Clase
20 0 Always Clase
21 21 Always Close

B 22 2 Always Clase
23 23 Always Clase
2 24 Always Clase
o5 o 4l ﬂ

—[Record 11 f

6.1 Create a New Building

To create a new building, click Mewkecard on the toolbar.
1. Enter the name for that building.
2. Enter the name of each floor or user the default name

3. Assign a Access Timezone for each floor

12+
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Click ssweked  on the toolbar.

The new Building is added to the list of Building.

6.2 Modify a Building

1. In the list of Buildings, select the building you want to modify.

2. Make the changes you want, and then click Swefewwd  on the toolbar.

6.3 Delete a Building

X

1. In the list of buildings, select the building you want to delete, and then click | PeeteRecerd
on the toolbar.

3. The building is removed from the list of buildings.

13+
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7 Setup Users

This section explains how to administer the user database. To be able to administer the user
database, the user must be a member of the “Administrator” group.

To manage the User Database, from the main menu, select Database — User, to open the
User Setting window.

The User Setting window can also be opened by clicking

71

AL REPULL LALEWAEE AUUL

Al ﬂ
| 1=
New Record | Delete Record | Save Record Reset Record Exit
- Peisonal Information——————————————| [ UserDefined Data
Vel IZ'Z— User Define 1
User Define 2
FistName |2 User Dfine 3 ]

o -~ Mals & Femadle User Define 4

User Define 5

= Staff Infi tion—————————————————
LU User Define & [
Staff Code I User Define 7 I

Urit I = User Define 8 I

Compary I -  Lift Group Setting
Lift Giroup Select Al | Select None
~Smart Card Information———————————————————
Lift Group Name | TimeZome [ Floorho [ Floor Name ]
Card ID 1010059093 1ift ws Open 1 1/F J
lssue Readsr i g
_ ™
Password — [noon From Lag M H
E xpiration 5 5
6 6
7 7
8 8
Search User | W | ¥ g g 2 Bl
Last Mame Fiist Name ff Code Fassvord

4 4 - - 3 5 5426941250 0000
5 5 - z 3 B 3556150006 0000
-] First Name - z 3 B 4314362370 0000
7 First Name - z 3 n 4314962514 0000
111 1 - - PPPaA A3aa AFNFCF1R Annn
Fiecard: 1 [

on the toolbar.

Create a New User

Click HMewrecord on the toolbar.

Under Personal Information, type the Last Name, First Name and Sex of the new
user.

14+
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Perzonal Infarmatian

LastMame |Chan

Firzt Marne |Tai ET

Sex i Female

3. Under Staff Information, type the Staff Code, Unit, and Company of the new user.

'~ Staff Information
‘| Staff Cade I
Unit F =]
Company | =]

4. Under Smart Card Information, type the Card ID, Password, and Expiration Date.
There are three ways to input the Card ID:

¢ Enter the Card ID directly in the text box if you know the Card ID.
¢ Read from a Issuer Reader if you have one connected to the PC.

¢ Read from the event log.

Smart Card Infarmation

Card D [12E17192

From Reader
Pazzword Qa0an Fram Liog

Expiry D ate

Note: If the reader is a keypad type reader, the Password is used to access the floor.

5. Under User Defined Field, if there is user-defined information, type in the user
defined fields; otherwise, leave them empty.

15+
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10.

7.2

7.3

Uzer Defined Data
Uzer Define 1

Uszer Define 2 I
Uzer Define 3 |
Izer Define 4 |
User Define & |
|
|
|

zer Define B
Uzer Define 7

Uzer Define &

Under Lift Group Setting, select the appropriate groups in the Lift Group, then
check the checkbox and then select the timezone for that user to enter that building.
For each user, you also need to select the floor that the user can access.

Click savekecord  on the toolbar.

The new user is added to the List of Users.

R

Click ~ B on the toolbar to close the User Setting window.

The new settings will be downloaded to the Event Server after exiting the User
Setting window.

Modify a User

In the list of users, select the user you want to modify.

Make the changes you want, and then click %aekrecerd op the toolbar.

R

Click ~ B on the toolbar to close the User Setting window.

The new settings will be downloaded to the Event Server after exiting the User
Setting window.

Delete a User

X

In the list of users, select the user you want to delete, and then click !Peetefeed | on the
toolbar.

Click on the confirmation dialog box to confirm the deletion.

16+
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Are you sure bo delete this record?

3. The user is removed from the list of users.
4, Click — ®* _ on the toolbar to close the User Setting window.

The new settings will be downloaded to the Event Server after exiting the User
Setting window.

17+
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8 Setup Time Zone

This section explains how to administer the Time Zone. To be able to administer the Time
Zone, the user must be a member of the “Administrator” group. There are totally 128 pre-
defined time zones. Two of them, 24 Hrs Access and No Access, are fixed, and the other 126
time zones are user configurable.

To manage the Time Zone, from the main menu, select Database — Time Zone,

| Building
= Berver
sac  Usr

w12 User Defined Field
Al Time Zone
1112
W1z

Holiday

i1z Database Modification

to open the Time Zone Setting window.

X 3 %% X X X X% XX KX KX KX (X% XK K K K
] e[ [ < ¢ 3¢ ¢ s [ e[ [ ¢ [ [ ¢ ¢ e [ [ o [ ¢ [ ¢ [ ¢ [ ¢ ¢
x5 ¢ [ 3] ¢ 3] e 3] o [ ¢ 3] ¢ 2] ¢ o] o [ o [ 3] ¢ 3¢
x5 2] s o] ¢ o] o o o] o <] ¢ o] ox [ ox o] s [ ] ¢ 3¢
x |32 ¢ 3] 2] ¢ ] e 3] c [ ¢ [ ¢ e ¢ [oe] o [ o [ 3] ¢ 3¢

I <] ¢ ¢ 3¢ 3¢ o6 % [ ¢ 3¢ 3 %] % %] %% 3¢ |2 ¢ %
0% 32 K 3K KKK R XK KKK XK R KR KRR

2
B Ol o o< [ [ s s ¢ ¢ [ [ o e [oc [ s [ [ ¢ ¢ e [ o [ ox [ s ¢ [ ¢ ¢ ¢

@

[T
7
n
g
@
=
&
H
i
i

[ Recor 1128

4
The Time Zone Setting window can also be opened by clicking \-) on the toolbar.

To change the settings of a Time Zone, do the following:

1. Select the time zone you want to modify, say select Time Zone 1. The current settings
of Time Zone 1 are displayed on the window.

2. Change the default time zone name from Time Zone 1 to Office Hour.
Select the preferred time intervals; say from 09:00 to 19:00, from Monday to Friday.

4. Press the right mouse button and select Select to mark the time intervals.

18+
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5. The selected intervals are marked with “x” symbols as bellow.
6. Click “Save” to save the record
7. Click “Exit” button to close the Time Zone Setting window.

19+
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9 Setup Holiday

This section explains how to administer the Holiday Database. To be able to administer the
Holiday Database, the user must be a member of the “Administrator” group. There are
totally 16 configurable holidays.

To manage the Holiday Database, from the main menu, select Database — Holiday,

| Server

o Der

7 Tser Defined Field
:

Time Zong

to open the Holiday Setting window.

Remark From Date To Date

IV Hoiday 1~ [chiistma 251272005 ] [2512/2005 =
7 Holidap2  [new year [31112/2005 <] [ 112008 =]

I Holidap 3
I Holidap 4
™ Hoiday 5

I
[ [12n272005 -] [r2n2z2008 -]
[ [12n2r2005 7] [r2nzzz008 -]
[ [12n2r200 7] [ranzzzo08 7]
I Hoidays | [12r2r200 =] [12/12/2005 ~]
I Hoiday7 | [12n1272005 ~] [r2n1272008 <]
I Hoidyys [ [12n2r005 7] [r2n272008 -]

[

[

[

[

[

[

[

I Hoiiday 9 [12n2s2008 7] [r2nzzzo08 -]

I Holiday 10 [12r2r200 =] [12/12/2005 -]
2 [ Hoidap 11 [iznzras 7] [rznzrzoms -]
i I Holidsp 12 [12n2r2005 ~]  [r2n1272008 -]
I Holidap 13 [12n2s2008 -] [r2nzzz008 7]
I Hoiiday 14 [12narzeos =] [12m272005 =
I~ Holidayp 15 [12nz72005 =] [12712/2006 =]

I~ Holiday 16 [12nzreoss - 112122005 =
B save | Reset | Bil |

The Holiday Setting window can also be opened by clicking x —~ on the toolbar.
To change the settings of a Holiday, do the following:

1. Select the target holiday by checking the check box on the left hand side of the
holiday name.

Type the remarks.
Set the From Date and End Date.

Click “Save” button on the toolbar.

A

Click “Exit” button to close the Holiday Setting window.

20t
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10 Configure User Defined Fields

This section explains how to administer the user-defined fields. To be able to administer the
user-defined fields, the user must be a member of the “Administrator” group.

To manage the User Defined Fields, from the main menu, select Database — User Defined
Field,

= Contoal

|Qatabase Eeport Languag:
Building
BEIVET

Wzer
Tzzr Defined Field

Time Zang
Holidaxr

Databaz Modificaton

to open the User Defined Field Setting window.

L S Lo g uanm ey

H A

Save ;Qecorrl Exit

= User Defined Field

English Mame Chinese Mame
User Defined 1 [User Define 1 EEFGE
User Defined 2 |User Define 2 EE:&*S} 2
User Diefined 3 [User Define 3 EEECE
User Diefined 4 [User Define 4 |BEE 4
User Defined 5 |User Define 5 IEE?*—‘*} 5
User Defined 5 [User Define 6 |[BEEH 5
User Defined 5 [lser Define 7 (BT 7
User Defined 5 [User Define 8 EEECE
| |

1. Make the changes for English Name.
2. Make the changes for Chinese Name.

3. Click ZaveRecord  on the toolbar.

214
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R

Click — Bt on the toolbar to close the User Defined Field Setting window.

The changes are updated in the User Setting window.

— User Defined Data
Uszer Define 1

User Define 2
User Define 3
Usger Defing 4
User Define 5
Uszer Define B
Usger Defing 7
Usger Defing 8 |

221

ma-doc-ref-010



Lift Control System Software User Manual — Server Version

11 Database Maintenance

This section explains how to maintain the transaction database and user database. To be able
to do this, the user must be a member of the “Administrator” group.

To manage the Database Maintenance, from the main menu, select Database — Database
Maintenance,

2oz o]

Databaze Report Langwage
Building
Server

Tser

Uzer Defined Field
Time Zone
Holidaxr

slecs Lo o les Leo L e, o IEEEEE

to open the Database Maintenance window.
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11.1 Import a Transaction Database

Click 'mport Transaction ¢, onen the Import Transaction window.

231

ma-doc-ref-010



Lift Control System Software User Manual — Server Version
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Click i to locate the import transaction file.
Set the Delimiter.
Set the Text Qualifier.

Click ™ot to import the transaction database.

A e

If the database is imported successfully, the Done window will appear.

Database Imported SuccessFully,

6. Click OK to finish.

11.2 Export a Transaction Database

Click EspartTransaction o ohen the Export Transaction window.
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Export Transaction El
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1. Set the date intervals for the exported transaction.
2. Type the export file name. You can click ﬁ to locate the destination file. The

destination file will be overwritten.
Set the Delimiter.
Set the Text Qualifier.

Click E#rott o export the transaction database.

AR

If the database is exported successfully, the Done window will appear.

Database Exported Successfully,

7. Click OK to finish.

11.3 Delete the Transaction Database

Click Delete Transaction ¢ ohen the Delete Transaction window.
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Delete Transaction @
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Set the date interval.

2. Select types of transactions to be deleted.

Click L femexe

4. The Delete Record confirmation window will appear.

Delete Record

Are you sure bo delete this record?

5. Click to confirm the deletion or to cancel the deletion.

6. When the deletion is completed, the DONE window will appear.

AccessControl E|

Processing completed.

7. Click OK to finish.
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12 Reporting

12.1 User Information Report

The User Information Report generates report with respect to users added in the system.
From the main menu, select Report — User Information Report,
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to open the User Information Report window.

1. Set the Filter By option.

2. Set the Sort By option.

3. Click “List” Button to list the user records on screen.
4

. Click “Print” button to print out the report. The report will be previewed on screen first.
5. Click % to print out the report.

6. Click Bl (o export the report.
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12.2 User In Out Transaction Report

The User In Out Transaction Report generates transactions with respect to users. From
main menu, select Report — User In Out Transaction Report,

Eeport Langvage About
Lift Transaction Feport
Izer Information Feport

Tzer In Ot Tranzaction Feport

to open the User In Out Transaction Report window.
1. Set the Filter By option.

2. Set the Sort By option.

3. Set the date interval to be reported.

4. Click “List” button to list the transactions on screen.
5

. Click “Print” button to print out the report. The report will be previewed on screen first.
6. Click I% to print out the report.

7. Click ‘B to export the report.

12.3 Lift Transaction Report

The Lift Transaction Report reports transactions with respect to the lift. From the main
menu, select Report — Lift Transaction Report,

Report Langvage About

Lift Transction Report
Wser Infonmation Repoirt
Tser In Ot Transacton Report

to open the Lift Transaction Report window.
1. Set the Filter By option.

2. Set the Sort By option.

3. Set the date interval to be reported.
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4. Click‘“List”’button to list the transactions on screen.

Click“Print”’button to print out the report. The report will be previewed on screen first.
6. Click % to print out the report.

7. Click B 1o export the report.
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